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十字头 由高强度球墨铸铁精加工而成。 

Crosshead    It is made of high strength ductile iron.

2. 液力端 

  Fluid end

液缸 整体式设计 ,由高强度合金钢（或按客户要求材质铝青铜，不锈钢等）锻造整体加工而成。

Hydraulic cylinder     The integral design is made of high strength alloy steel (or according to customer 
requirements, such as aluminum bronze, stainless steel, etc) forging.

柱塞盘根 自调式盘根总成精密压制纤维强化压环 精密加工的青铜接合环不同成分的盘根适用于各种常

用的介质有盐酸水泥压裂砂浆烃类甲苯等适应环境温度和液体温度范围广。

Plunger Packing       Self-adjusting disc assembly precision pressed fiber reinforced ring precision machining 
bronze joint ring different components of disc are suitable for a variety of common media such as hydrochloric 
acid cement fracturing mortar hydrocarbon toluene to adapt to the environmental temperature and liquid 
temperature range.

吸入口 有两个吸入口 ,左右吸入口可连接替换式吸入法兰。

Inlet.      There are two suction inlet left and right connecting alternative suction flanges.

排出口 有两个排出口 左右排出口可连接替换式排出法兰。 

Outlet.   There are two row outlets left and right to connect the replacement discharge flange.

三、性能参数表 

    Performance parameters table

LA-300 泵英制参数
Parameters of Pump 

English Units

冲次 / 分 
Strokes/
minute

100RPM 200RPM 250RPM 300RPM 350RPM 400RPM

泵型
Pump

柱塞直径
Plunger 
diameter 

(in)

压力 
Pressure

(psi)

加仑 / 转 
Gallon/

revolution

加仑 / 分（GPM） 
Gallon/minute (GPM)

LA-300-L

4 851 46.6284 136.0 272.0 340.0 408.0 476.0 544.0
3.75 969 40.9820 119.5 239.1 298.8 358.6 418.4 478.1
3.5 1112 35.6999 104.1 208.2 260.3 312.4 364.4 416.5
3.25 1290 30.7820 89.8 179.6 224.5 269.3 314.2 359.1
3 1514 26.2285 76.5 153.0 191.2 229.5 267.7 306.0
2.75 1650 22.0392 64.3 128.6 160.7 192.8 225.0 257.1

LA-300-M

2.75 1801 22.0392 64.3 128.6 160.7 192.8 225.0 257.1
2.5 2180 18.2142 53.1 106.2 132.8 159.4 185.9 212.5
2.375 2415 16.4383 47.9 95.9 119.9 143.8 167.8 191.8
2.25 2691 14.7535 43 86.1 107.6 129.1 150.6 172.1
2.125 3000 13.1598 38.4 76.8 96.0 115.1 134.3 153.5
2 3000 11.6571 34 68.0 85.0 102.0 119.0 136.0

LA-300-H

2 3406 11.6571 34 68.0 85.0 102.0 119.0 136.0
1.875 3875 10.2455 29.9 59.8 74.7 89.6 104.6 119.5
1.75 4449 8.9250 26 52.1 65.1 78.1 91.1 104.1
1.625 5000 7.6955 22.4 44.9 56.1 67.3 78.6 89.8
1.5 5000 6.5571 19.1 38.2 47.8 57.4 66.9 76.5

取机械效率 η=90%，充满系数 α=100%，容积效率 100% 
Mechanical efficiency η=90%, coefficient of admission α=100% and volume efficiency 100%


